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SAFETY TIPS

ALWAYS

Inspect your machine before use.
Check all operations including ground controls.
Check ground conditions.

Check clearance from overhead obstructions (power
cables, building projections etc).

Plan your task/job.

Use sole boards under your outriggers at all times
regardless of ground conditions.

Stabilise and level machine before use.

Wear a safety harness connected to a suitable
anchorage point inside the platform.

Operate all controls smoothly.

Warn other people that you are there by means of
flashing lights, sign and cones.

MAKE SAFETY YOUR No.1 PRIORITY.

NEVER

Use an unsafe machine.
Use an access platform to hoist loads like a crane.
Overload cage/platform.

Operate in strong winds (Check manufacturer’s
recommendation).

Rest the cage on a structure or object to gain
extra support.

Attach your safety harness to a structure outside of
the platform.

Throw or drop anything from the platform.

Use boxes, ladders or stand on handrails to gain additional
height, if you can’t reach, you need a bigger machine.

Let an untrained person operate the access platform.

Take unnecessary risks (hospitals and graveyards are
full of dead heroes!)

In the unlikely event that your machine develops a fault
please contact the Facelift Tech Team on 01444 881100
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GENERAL SAFETY INSTRUCTIONS

A Caution !

Only trained operators can use
Haulotte self-propelled platforms.

1.2.1 - Operators
Operators must be aged over 18, and hold an operating permit issued by

their employer after undergoing a medical check and a practical test that
prove they are apt to operate the machine.

There must always be at least two operators present, so that one can
always:
» Take fast action if necessary.
» Take over the controls in case of accident or malfunction.
» Monitor and prevent movement of vehicles and people near the plat-
form.
» Guide the platform operator if required.

1.2.2 - Environment
Never use the machine:

» On ground that is soft, unstable, congested.

» On a ground that has a slope greater than permissible limit.

* In winds greater than the permissible limit. If used outside, use an an-
emometer to ensure that the wind speed does not exceed the permis-
sible limit.

* Near power lines (check minimum safe approach distances according
to voltage carried).

* Intemperatures less than -15°C (especially in refrigerated chambers).
Consult us if it is necessary to work below -15°C.

* In explosive atmospheres.

* In poorly-ventilated areas, since the exhaust fumes are toxic.

 During storms (risk of lightning).

* In the dark, unless the optional floodlight is fitted.

* In the presence of intense electromagnetic fields (radar, moving and
high currents).

DRIVING ON PUBLIC ROADS IS PROHIBITED.

1.2.3 - Using the machine
In normal service (i.e. operating from the platform), the platform/turntable

control select key must be removed and kept at ground level by a person
who is present and trained in rescue/emergency assistance manoeuvres.

Do not use the machine:
» with a load greater than allowed load,
« if wind speed exceeds the maximum
» with more than maximum authorised number of occupants in platform,
» with a side load in the platform greater than permissible limit.




A Caution !

Never use the platform as a crane,
hoist or lift.
Never use the machine to pull or
tow.
Never use the boom as a ram or
thruster or to lift the wheels.

To reduce the risks of serious falls, operators must respect the
following instructions:

Hold the guardrail firmly when lifting or driving the platform.

Remove any traces of oil or grease from the platform steps, floor or
guardrails.

Wear personal protective equipment suited to working conditions and
conform to local regulations, particularly when working in hazardous
areas.

Never disable the limit switches of the safety devices.

Avoid contact with stationary or moving obstacles.

Do not increase the platform operating height by means of ladders or
other accessories.

Never use the guardrails to climb into or out of the platform (use the
steps provided).

Never climb on the guardrails when the platform is up.

Avoid driving the machine at high speed in narrow or congested are-
as.

Never use the machine without putting in place the platform safety bar
or closing the safety gate.

Never climb on the covers.

To reduce the risks of tipping over, operators must follow these
instructions:

Never disable the limit switches of the safety devices.

Never move the control handles from one direction to the other with-
out stopping in the «O» position. (To stop when travelling, gradually
move the handle to «O», keeping your foot down on the pedal.).

Do not exceed the maximum load or the number of occupants allowed
in the platform.

Spread the load and if possible place in the centre of the platform.
Check that the ground resists the pressure and load per wheel.

Avoid contact with stationary or moving obstacles.

Do not drive the platform at high speed in narrow or congested areas.
Do not drive the platform in reverse gear (poor visibility).

Do not use the machine with a congested platform.

Do not use the machine with equipment or objects hanging from the
guardrails or boom.

Do not use the machine with items liable to increase the wind load
(e.g. panels).

Never carry out maintenance on the machine with the platform raised,
without first installing the required safety provisions (overhead crane,
crane).

Perform the daily checks and monitor the machine’s good working or-
der during periods of use.

Preserve the machine from any uncontrolled intervention when it is
not in operation.

NOTE : Do not tow the platform. (It has not been designed for towing

and must be transported on a trailer).




1.3- RESIDUAL RISKS

A Caution !

The direction of travel can be
reversed after a 180° turntable
rotation. Take account of the colour
of the arrows on the chassis
compared with the direction of
travel (green = forward, red =
reverse)

A Caution !

If the machine has a 220 V 16A max.
plug, the extension must be
connected to a mains socket

protected by a 30 mA differential
circuit breaker.

1.4 - INSPECTIONS

1.3.1 - Risks of jerky movements and tipping over

Risks of jerky movement and tipping over are high in the following
situations:

- Sudden action on the controls.

- Overloading of the platform.

- Uneven ground (Be careful during thaw periods in winter).

- Gusts of wind.

- Contact with an obstacle on the ground or at a height.

- Working on platforms, pavements, etc.

Allow sufficient stopping distances:
- 3 meters at high speed,
- 1 meter at low speed.

1.3.2 - Electrical risk

Electrical risks are high in the following situations:
- Contact with a live line (check safety distances before operation
near electricity lines).
- Use during storms.

1.3.3 - Risk of explosion or burning

The risks of explosion or burning are high in the following situations:
- Working in explosive or inflammable atmosphere.
- Filling the fuel tank near naked flames.
- Contact with the hot parts of the motor.
- Use of a machine generating hydraulic leakage.

1.3.4 - Risks of collision

- Risk of crushing people in the machine operation zone (when
travelling or manoeuvring equipment).

- The operator must assess the risks above him before using the
machine.

Comply with the national regulations in force in the country of machine use.

For FRANCE: Order dated 9 June 1993 + circular DRT 93 dated 22
September 1993 which specify:

1.4.1 - Periodic inspections

The machine must be inspected every 6 months in order to detect any
defects liable to cause an accident.

These inspections are performed by an organisation or personnel specially
designated by the site manager and under his responsibility (whether or not
they belong to the company) Articles R 233-5 and R 233-11 of the French
Labour Code.

The results of these inspections are recorded in a safety register kept by
the site manager and constantly available to the labour inspector and the
site safety committee (if one exists) and the list of specially designated
personnel (Article R 233-5 of the French Labour Code).




DAILY CHECKS BEFORE USE

REMINDER: Before operation, familiarise yourself with the machine and
check it, by reading this manual, the instructions marked on
the various plates and consult the maintenance plan (see
line: "before each operation").

4.3.1 - "Turntable" control station
Photo 2: "Turntable" control station

1 - Timer with charge level 5 - Turntable orientation control
2 - Control panel selection switch: turntable / platform 6 - Jib raising control

3 - Movement control manipulator 7 - Charge indicator

4 - Mast telescoping control

4.3.2 - "Platform™ control station
Photo 3: Platform control panel
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1-Horn 4 - Control unlocking
2 - Travel / movement selector switch 5 - Movement control: left / right
3 - Emergency stop 6 - Movement control:
For/back; Up/down




A Caution!

DURING HIGH PRESSURE
CLEANING, DO NOT DIRECT THE
JET DIRECTLY ONTO THE
ELECTRIC BOXES AND CUBICLES

A Caution!

These machines are not insulated
and must not be used near electric
lines.

A Caution!

TO FILL UP, ONLY USE THE
PRODUCTS RECOMMENDED IN
THE CONSUMABLES CHAPTER

Photo 4:

/@

4.3.3 - Checks before operation

» Ensure that the machine is on flat, stable ground that can bear the
weight of the machine

Ensure that there are no obstacles that may interfere with the fol-
lowing movements:

- travel (moving the machine)

- turntable orientation

- mast telescoping and jib lifting:

(

Visually inspect the whole machine: pay particular attention to paint
chips or battery acid leakage.
Check that there are no loose bolts, nuts, connections or hoses, no oil
leaks, no cut or disconnected electric conductors.
» Check the mast, jib and platform: no visible damage, no indication or
wear or deformation.
Check that there are no leaks, indication of wear, impact marks, scrat-
ches, rust or foreign matter on the cylinder rods.
Pump and hydraulic station: no leaks, components tight.
Check that the reducers are not disconnected.
Check that the wheel nuts are tight and tyres are not worn.
Check that the battery terminals are clean and tight: loose or corroded
terminals may cause a loss of power.

REMINDER: Respect safety instructions given by the battery manufacturer

» Check that the platform control panel supply cable is in good condi-
tion.
» Check that the emergency stops work properly.

» Check:
- Hydraulic oil level (ref.1 photo 4), top up if necessary via the cap
(ref.2 photo 4).
- Electric battery level. The level should be approx. 10 mm above
the plates. Top up if necessary with distilled water
page 11).

» Check that the tilt detector (photo 5) works properly by tilting the sup-
port plate. Beyond 3°, it should emit a sound and disable dangerous
movements.

Photo 5:




BEFORE EACH USE

Photo 6: Emergency stop

IMPORTANT: do not start operation before completing all the checks
described in the previous chapter.

To familiarise yourself with the machine, the first movements should be
made on the ground with the machine in the transport position: mast
retracted, and for HM10P - STAR 10 type machines, jib lowered.

REMINDER: The main control panel is in the platform.

In normal operation, the "turntable" operation station is a standby or
emergency station only used if necessary.

The platform/turntable selector key must be removed and kept on the
ground by a person present and trained in emergency/rescue operations.

4.4.1 - Switching power on

» Set the emergency stop button (Photo 6 : Emergency stop )

+ Select the turntable control station with the key Ref.2 (Figure: "Turn-
table" control station, page 6, ) ture d to the tu rntable position (bot-
tom picture). In this position, travel controls from the "platform" control
panel are cancelled.

4.4.1.1 -Movement tests

REMINDER: Ensure that there are no obstacles that may interfere with
movements before starting operation.

* Movements controlled from the "turntable" station are "on/off" controls
without progression of movement.

* Test turntable rotation movements in both directions (switch ref.4) and
telescope in/out (switch ref.3) then lower the mast fully.

4.4.1.2 -Switching to the "platform" control
» Put the key selector (ref: 2) (Figure: : "Turntable" control station,
page 6, ) in the "platform" position (top).
» Check that the tilt detector works properly (photo 5:page 7).

4.4.2 - Operations from the platform.

» Climb into the basket, respecting maximum load recommendations
and distributing load evenly, if necessary, all over the floor.

PLATFORM MODEL
HM10P/STAR 10: 230 kg. - 2 people (indoor); 120 kg. - 1 pers. (outdoor).

4.4.3 - Testing the platform control station

» Ensure that the emergency stop button (ref.2) is armed.

* If a movement does not respond to its command, press the emergen-
cy stop button and reset.

» Test the turntable orientation, mast telescoping, jib lifting and steering
movements by placing the selector (ref.1) in the relevant position (pic-
tograms) and activating the manipulator:

- forward and back for turntable orientation, mast telescoping and jib
lifting movements.
- right and left for steering movements.

» Place the selector switch in the travel position (the same as steering)
and move the manipulator from right to left to obtain the steering mo-
vement. This function works in an "on/off" manner with no gradual mo-
vement.

» Test travel by moving the manipulator forwards or backwards.




REMINDER: High speed is only possible if the machine is folded. Even
slightly extended only low speed is possible.

Work may now begin.

4.4.4 - Cleaning the machine

Opening the machine’s covers during high-pressure cleaning is
strictly forbidden as this may seriously damage the electrical system
and its components.

4.5- STANDBY AND EMERGENCY OPERATIONS

Photo 7: Manual pump

i

Photo 8: Wheel brake release

4.5.1 - Standby or emergency procedure

If an emergency movement is necessary, the safety systems are
disabled. Only a skilled operator may perform such movements.

4.5.2 - Manual pump emergency operation.

Movements may be controlled from the ground if the main power source
fails.

There is a hand pump (ref.1) next to the hydraulic distirbuting valves on the
turntable.

In association with manual control of the electrodistributing valves, this
pump enables mast lifting, turntable orientation, jib lifting and steering
orientation (if the machine is towed).

* Insert the lever (ref.2) into the pump.

* Check that the pump’s decompression valve (ref.3) is closed.

* Move the lever up and down, keeping the manual control correspon-
ding to the required movement’s electrodistributing valve pressed
down.

* Follow the instructions on the label near the distributing valve (ref.4).

REMINDER: Mast and jib lowering movements are obtained by acting on
the electrovalves corresponding to these movements.

)

A Caution!

Use of the emergency pump is exclusively reserved for rescuing
personnel if the main hydraulic supply fails. Any other use may cause
damage

4.5.3 - Wheel brake release option

This option allows deactivating the wheels’ electro brakes so that the
machine can be towed if it breaks down.

Block the wheels placing a drawbar at the front of the machine.

To deactivate the electro brakes, connect the remote control and keep
pressing the remote control button while moving the machine.

A Caution!

UNDER THESE CIRCUMSTANCES THE MACHINE BRAKES ARE OFF.

To tow the machine, it is vital to use a rigid drawbar and not to attempt a
speed greater than 2.75 mph (4.5 km/h).

Once the machine has been moved, disconnect the wheel brake release
remote control so as prevent any hazardous operation.

The parking brake will then ensure that the machine is immobilised.




4.6 -

4.7 -

4.5.4 - Emergency operation

If the machine is in normal operation but the operator in the platform is
unable to lower the platform to the ground, an operator on the ground can
do so:

+ Switch to the "turntable" position(
+ Control the required movements

BATTERY CHARGE STATE CHECK/TIMER

The following functions are performed by a single device (Photo 2:
"Turntable" control station, page 6 ):

* BATTERY CHARGE STATE:
The state of charge of the battery is indicated by 5 LEDs:

* When the battery is correctly charged, all green LEDs are on.

* When the battery discharges itself, the green LEDs go out, one by
one.

* When the battery is discharged by 80%, only the last LED remains on,
and it is compulsory to recharge.
+ RESETTING

The timer is reset when the battery is properly recharged.

USING THE BUILT-IN CHARGER
CHARIS HF 24V - 30A STD type.

A Caution!

DO NOT USE THE PLATFORM 4.7.1 - Characteristics

DURING RECHARING « Power supply: 220V single phase 50 Hz

» Voltage supplied: 24 V

» Charging time for 250 Ah battery: approximately 8 hours for batteries
discharged by 80%.

» Charge curve entirely controlled by micro-controller.

Protection against battery polarity inversion by 2 output fuses, of the
25 A/h car type.

4.7.2 - Light indicators (photo 9)

Photo 9: Light indicator

G

The charger is equipped with a light indicator (led) (ref. 1);
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See table below:

State Description
RED on Machine charging
YELLON on 80% charged
GREEN on Machine charging complete

4.7.3 - Starting the charge

Charging is started automatically when connected to the mains.
Charge time for a battery discharged by 80%: 8 hours

4.7.4 - Maintenance charge

If the charger remains connected to the mains for more than 24 hours, it
starts a new charge cycle after termination of the previous charge to
compensate for self-discharge.

4.7.5 - Charge interruption

If it is necessary to move the machine during a charge cycle, the charger
must be disconnected.

After moving the machine, reconnect the charger. If the interruption is
longer than 13 minutes, a full charge cycle is initialised.

4.7.6 - Precautions for use
» Avoid recharging the batteries if the electrolyte temperature is above
40°C. Leave to cool.
» Keep the top of the batteries dry and clean. Incorrect connection or
corrosion may cause a major loss of power.
« If installing new batteries, recharge after 3 or 4 hours’ operation, and
repeat the recharge 3-5 times.
» The charger has been configured in the plant with the cable provided
(ref. 9.photo 1).
If the cable is replaced, ensure that a cable of the same section and length
is used.

Do not attempt to intervene on the charger during the guarantee period (1
year), but contact the HAULOTTE PINGUELY After-sales service.

4.8- BATTERY USE AND SERVICING

A Caution!

It is absolutely forbidden to change
the type of battery. The weight of the
battery contributes to machine
stability (total weight: 240 kg).

The batteries are the power source for your platform.

Here is some advice to enable you to use them to their capacity, without
risk of premature damage.

4.8.1 - Starting up

» Check that the electrolyte level is sufficient.

» Do not overuse the batteries during the first few cycles. Take care not
to discharge by more than 80% of nominal capacity (first red bar on
the controller flashing).

» The batteries give full capacity after approximately ten working cycles.

» Do not add water before these ten cycles have been completed.
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